
Nokia Series 60 
 
Internet Settings: 
Settings -> Connectivity -> Settings -> Destinations -> Add new access point (Ignore 
automatically check for available access points) select -> Packet data and insert -> gint.b-
online.gr. Press OK and in network destination to be accessed using this access point select 
Internet. 
 
WIND+ Settings 
 
Settings -> Connectivity -> Settings -> Destinations -> Add new access point (Ignore 
automatically check for available access points) select -> Packet data and insert -> 
gwap.b-online.gr. Press OK and in network destination to be accessed using this access point 
select WAP services. 
 
Connection name: WIND Plus 
Data bearer: Packet data 
Access point name: gwap.b-online.gr 
User name: wap 
Prompt password: No 
Password: wap 
Authentication: Normal 
Homepage: http://portal.wind.com.gr 
Then press Options -> Advanced settings: 
Network type: ΙΡv4 
Phone IP address: Automatic 
Proxy server address: 192.168.200.10 
Proxy port number: 9401 
 
WIND MMS Settings 
 
Settings -> Connectivity -> Settings -> Destinations -> Add new access point (Ignore 
automatically check for available access points) select -> Packet data and insert -> 
mnet.b-online.gr. Press OK and in network destination to be accessed using this access point 
select WAP services. 
 
Connection name: WIND MMS 
Data bearer: Packet data 
Access point name: mnet.b-online.gr 
Prompt password: No 
Password: wap 
Authentication: Normal 
Homepage: http://192.168.200.95/servlets/mms  
Then press Options -> Advanced settings: 
Network type: ΙΡv4 
Phone IP address: Automatic 
Proxy server address: 192.168.200.11 
Proxy port number: 9401 
 


